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STANDARD serie

REINFORCED serie

HIGH TEMPERATURE serie

Thermocouples elements with insulators

With metallic protecting tube

Idem B + inner ceramic tube

With drilled metallic thermowell

Idem D + inner ceramic tube

With steel extension

Idem F + inner ceramic tube

With external ceramic tube

Idem H + inner ceramic tube

type A

type B

type C

type D

type E

type F

type G

type H

type I

THERMOCOUPLES ASSEMBLIES CADID SERIE
NT 30-01A

03/20071/11  - Non contractual document. Confirm specifications before ordering. - 000 000 000
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Environment Temperature 
maxi

Material

Neutral 
or 

oxidizing

Reducing

Sulphur 
or 

carbon

Corrosive

800°C 
1050°C 

 
1050°C 
1100°C

 Inox Z3 CN 18-10 
 Z2 CN 25-20 
 
AISI 446 (Z12 CAS 25) 
Inconel 600 

1050°C 
1100°C

1050°C

-- Inconel 600

AISI 446 (Z12 CAS 25) 
Inconel 600 

AISI 446 (Z12 CAS 25)

Environment
Temperature 

maxi Material

Neutral 
or 

oxidizing

Reducing

Sulphur 
or 

carbon

Corrosive

  800°C

Z2 CN 25-20 
AISI 446 (Z12 CAS 25) 
Inconel 600 

1050°C 
1100°C

1050°C

--

AISI 446 (Z12 CAS 25) 
Inconel 600 

AISI 446 (Z12 CAS 25)

Inconel 600

 Neutral

1050°C 
1050°C 
1100°C

FER PUR

Environment Temperature 
maxi Material

 Neutral 
or 

oxidizing

Reducing

1400°C 
1500°C

Ceramic-Alumina 
Double ceramic-Alumina

1350°C 
1400°C

Alumina 
Double ceramic-Alumina

(1) Maximum value depending of the range à retenir. 
Upon request : calibration 
   

Type Temperature °C Tolerances (1)
mini maxi

Iron-Copper Nickel (J)

Nickel Chromium- 
Nickel (aluminium, 
silicon) (K)

Platinium 10% Rhodium- 
Platinium (S)
Platinium 6% Rhodium- 
Platinium 30% Rhodium(B)

-40

+40

0

600

750

1200

1600

1700

2,5°C or 0,75% x t

1,5°C or 0,75% x t

1,5°C or 0,25% x t

0,25% x t

J 1,5

K

Iron (+)  magnétic

S Platinium (-)  more malleable  
 than PtRh 10%

0,35 
0,5

1,5 
2,3 
3,0

Nickel AS (-)  magnétic

B PtRh 6%(-)  more malleable 
than PtRh 30%

0,35 
0,5

Type Ø wires 
mm How to recognize them

Type

J good

S excellent poor good

excellent

Environment

B excellent poor good

Oxidizing Reducing Neutral

good

poor

excellent

excellentK

STANDARD serie

REINFORCED serie

HIGH TEMPERATURE serie

PROTECTING TUBE 
CHOICE

THERMOCOUPLE 
CHOICE

A - B - C

D - E - F - G

H - J

NT 30-01A

03/20072/11  - Non contractual document. Confirm specifications before ordering. - 000 000 000
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ASSEMBLY type A

Cable gland 
        Pg.16

STAINLESS STEEL 
EXTENSION Ø 1/2"

YOUR CADID 
PROBE

CONNECTION

Red  +

Black -

A 
B 

DAN

DIN CONNECTION 
HEAD

TH
ER

M
O

CO
UP

LE 1 
2

Number

Type J 
K

L1
 =

   
   

   
   

   
  m

m
 ≤

 2
00

0

L2
 =

   
   

   
 m

m

Option fitting Option flange

WITHOUT OPTION

STAINLESS STEEL 
FITTING

FLANGE

BSP GAS NPT

G3/4"

3/4"NPTO
PT

IO
N

L2
 =

   
   

   
 m

m

L2
 =

   
   

   
 m

m

L2
 =

   
   

   
 m

m

PN               DN
Material:

References: 
• 1 thermocouple: L601000-999 
• 2 thermocouples: L611000-999

CADID ASSEMBLIES 
STANDARD serie type A

NT 30-01A

03/20073/11  - Non contractual document. Confirm specifications before ordering. - 000 000 000
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ASSEMBLY type B

Cable gland 
        Pg.16

OTHER PROTECTION SHEATHS ON REQUEST

YOUR CADID 
PROBE

A 
B 

DAN

DIN CONNECTION 
HEAD

L1
 =

   
   

   
   

   
  m

m
 ≤

 2
00

0

L2
 =

   
   

   
 m

m

L2
 =

   
   

   
 m

m

L2
 =

   
   

   
 m

m

SW
AG

G
ED

, W
EL

DE
D 

M
ET

AL
LI

C 
PR

O
TE

CT
IN

G
 T

UB
E

AISI 304L
AISI 310

AISI 446

Ø 3/8"

INCONEL 600

TH
ER

M
O

CO
UP

LE 1 
2

Number

Type J 
K

WITHOUT OPTION
STAINLESS STEEL 
FITTING

FLANGE

G1/2"
G3/4"

1/2"NPT
3/4"NPTO

PT
IO

N

PN               DN
Material:

References: 
• 1 thermocouple: L602000-999 
• 2 thermocouples: L612000-999

Ø 1/2"
DIAMETER

CONNECTION

Red  +

Black -

Option fitting Option flange

BSP GAS NPT

CADID ASSEMBLIES 
STANDARD serie type B

NT 30-01A

03/20074/11  - Non contractual document. Confirm specifications before ordering. - 000 000 000
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ASSEMBLY type C
Cable gland 
        Pg.16

OTHER PROTECTION SHEATHS ON REQUEST

YOUR CADID 
PROBE

A 
B 

DAN

DIN CONNECTION 
HEAD

L1
 =

   
   

   
   

   
   

m
m

 ≤
 2

00
0

L2
 =

   
   

   
 m

m

L2
 =

   
   

   
 m

m

L2
 =

   
   

   
 m

m

SW
AG

G
ED

, W
EL

DE
D 

M
ET

AL
LI

C 
PR

O
TE

CT
IN

G
 T

UB
E

AISI 310

AISI 446

Ø 1/2"

INCONEL 600

WITHOUT OPTION

STAINLESS STEEL 
FITTING

FLANGE

G3/4"

3/4"NPTO
PT

IO
N

PN               DN
Material:

INTERNAL SHEATH 
CERAMIC 610-Ø10x1,5

TH
ER

M
O

CO
UP

LE

1

2
Number

Type

0,35

0,5
Ø Wires

S

References: 
• 1 thermocouple: L603000-999 
• 2 thermocouples: L613000-999

Option fitting Option flange

BSP GAS NPT

CONNECTION

Red  +

Black -

CADID ASSEMBLIES 
STANDARD serie type C

NT 30-01A

03/20075/11  - Non contractual document. Confirm specifications before ordering. - 000 000 000
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DRILLED THERMOWELL

Cable gland 
        Pg.16

OTHER THERMOWELLS, FLANGE ON REQUEST

A 
B 

DAN

DIN 
CONNECTION 
HEAD

TH
ER

M
O

W
EL

L IRON (Fe)

AISI 310

AISI 446

Ø 30 x 7

INCONEL 600

Le
ng

th
 L

1

  300 mm 
  400 mm 
  500 mm 
  600 mm 
  710 mm 
  800 mm 
1000 mm 
1200 mm 
1400 mm 
2000 mm

YOUR CADID 
PROBE

L1
 =

   
   

   
  m

m

TH
ER

M
O

CO
UP

LE 1 
2

Number

Type J 
K

ASSEMBLY type D

References: 
• 1 thermocouple: L604000-999 
• 2 thermocouples: L614000-999

CONNECTION

Red  +

Black -

CADID ASSEMBLIES 
REINFORCED serie type D

NT 30-01A

03/20076/11  - Non contractual document. Confirm specifications before ordering. - 000 000 000
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DRILLED THERMOWELL

Cable gland 
        Pg.16

OTHER THERMOWELLS, FLANGE ON REQUEST

A 
B 

DAN

DIN 
CONNECTION 
HEAD

TH
ER

M
O

W
EL

L IRON (Fe)

AISI 310

AISI 446

Ø 30 x 7

INCONEL 600

Le
ng

th
  L

1
  300 mm 
  400 mm 
  500 mm 
  600 mm 
  710 mm 
  800 mm 
1000 mm 
1200 mm 
1400 mm 
2000 mm

YOUR CADID 
PROBE

L1
 =

   
   

   
  m

m

ASSEMBLY type E

INTERNAL SHEATH 
CERAMIC 610-Ø15x2

TH
ER

M
O

CO
UP

LE

1 
2

Number

Type / Ø wires

K / Ø 2,3 
S /  Ø 0,35 

S /  Ø 0,5

References: 
• 1 thermocouple: L605000-999 
• 2 thermocouples: L615000-999

CONNECTION

Red  +

Black -

CADID ASSEMBLIES 
REINFORCED serie type E

NT 30-01A

03/20077/11  - Non contractual document. Confirm specifications before ordering. - 000 000 000
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DRILLED THERMOWELL

Cable gland 
        Pg.16

STAINLESS STEEL 
EXTENSION - Ø 1/2"

TH
ER

M
O

CO
UP

LE 1 
2

Number

Type J 
K

20
0

L1
 =

   
   

   
  m

m

TH
ER

M
O

W
EL

L IRON (Fe)

AISI 310

AISI 446

Ø 30 x 7

INCONEL 600

Le
ng

th
  L

1
 500 mm 
  600 mm 
  710 mm 
  800 mm 
1000 mm 
1200 mm 
1400 mm 
2000 mm

ASSEMBLY type F

A 
B 

DAN

DIN 
CONNECTION 
HEAD

YOUR CADID 
PROBE

References: 
• 1 thermocouple: L606000-999 
• 2 thermocouples: L616000-999

OTHER THERMOWELLS, FLANGE ON REQUEST

CONNECTION

Red  +

Black -

CADID ASSEMBLIES 
REINFORCED serie type F

NT 30-01A

03/20078/11  - Non contractual document. Confirm specifications before ordering. - 000 000 000
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DRILLED THERMOWELL

Cable gland 
        Pg.16

ASSEMBLY type G

A 
B 

DAN

DIN 
HEAD 
CONNECTION

YOUR CADID 
PROBE

STAINLESS STEEL 
EXTENSION - Ø 1/2"

INTERNAL SHEATH 
CERAMIC 610-Ø15x2

TH
ER

M
O

W
EL

L IRON (Fe)

AISI 310

AISI 446

Ø 30 x 7

INCONEL 600
Le

ng
th

  L
1

 500 mm 
  600 mm 
  710 mm 
  800 mm 
1000 mm 
1200 mm 
1400 mm 
2000 mm

20
0

L1
 =

   
   

   
  m

m

References: 
• 1 thermocouple: L607000-999 
• 2 thermocouples: L617000-999

TH
ER

M
O

CO
UP

LE

1 
2

Number

Type / Ø wires

K / Ø 2,3 
S /  Ø 0,35 

S /  Ø 0,5

CONNECTION

Red  +

Black -

OTHER THERMOWELLS, FLANGE ON REQUEST

CADID ASSEMBLIES 
REINFORCED serie type G

NT 30-01A

03/20079/11  - Non contractual document. Confirm specifications before ordering. - 000 000 000
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Cable gland 
        Pg.16

SH
EA

TH

Ceramic 610 
Ø 15 x 2 

 
Alumina 710 

Ø 15 x 2,5

TH
ER

M
O

CO
UP

LE

1 
2

Number

Type /  Ø wires
K / Ø 2,3 

B / Ø 0,35 
B / Ø 0,5 

S / Ø 0,35 
S / Ø 0,5

ASSEMBLY type H

YOUR CADID 
PROBE

STAINLESS STEEL 
EXTENSION - Ø 1/2"

OPTION 
LM = ____________ > 80 mm

A 
B 

DAN

DIN 
CONNECTION 
HEAD

WITHOUT FLANGE

FLANGE
FL

AN
G

E
PN               DN
Material:

L1
 =

   
   

   
   

   
  m

m
 ≤

 2
00

0

22
0 
≤ 

L2
 =

   
   

   
 m

m

LM
 =

80

References: 
• 1 thermocouple: L608000-999 
• 2 thermocouples: L618000-999

CONNECTION

Red  +

Black -

Option flange

CADID ASSEMBLIES 
HIGH TEMPERATURE serie type H

NT 30-01A

03/200710/11  - Non contractual document. Confirm specifications before ordering. - 000 000 000
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TH
ER

M
O

CO
UP

LE

1 
2

Number

Type

0,35 
0,5

Ø wires

S 
B

Cable gland 
        Pg.16

SH
EA

TH

Ceramic 530 
Ø 26 x 4

Ceramic 610 
Ø24 x 2,5

Alumina 710 
Ø 24 x 3

Metal-ceramic 
Ø 22 x 3

IN
TE

RN
AL
 

SH
EA

TH Ceramic 610 
Ø 15 x 2

Alumina 710 
Ø 15 x 2,5

LM
 =

 1
50

L1
 =

   
   

   
m

m
 ≤

 2
00

0

L2
 =

   
   

   
m

m

ASSEMBLY type J

YOUR CADID 
PROBE

STAINLESS STEEL 
EXTENSION - Ø 32 x 2

DIN A 
CONNECTION HEAD

WITHOUT FLANGE

FLANGE

FL
AN

G
E

PN               DN
Material:

References: 
• 1 thermocouple: L609000-999 
• 2 thermocouples: L619000-999

OPTION 
LM = ______________ > 150 mm

CONNECTION

Red  +

Black -

Option flange

CADID ASSEMBLIES 
HIGH TEMPERATURE serie type J

NT 30-01A

03/200711/11  - Non contractual document. Confirm specifications before ordering. - 000 000 000


